






10Film Scrap Reclaim Systems

AEC VI Series edge trim conveying
systems are designed to convey
edge trim to the grinder. An
additional blower mounted on the
grinder conveys fluff back to the
extruder.

Standard Options Include:
•Dual inlet edge trim air exhauster
•Manifold with additional
bellmouth pickup for center trims

•Sound enclosure for blower

Typical System Includes:
•Two bellmouth pick-ups for the
edge trim

•One Y-tube to connect to the
venturi inlet on the blower

•Trim blower
•Edge trim air exhauster
(mounted on grinder)

•Fluff conveying blower
(included with grinder)

•Cyclone (mounted on fluff
feed hopper)

Standard Edge
Trim Blower and
Venturi

Cyclone

Edge Trim
Air Exhauster

Bellmouth
Pick-Up

Edge Trim
Conveying System



11 Film Scrap Reclaim Systems

•Upper and lower rolls are driven
•„Doctor‰ blade on lower roll
reduces wrapping

•Hinged feed roll box
•Pneumatic cylinders on models 20
and 30 to open feed roll assembly

•Angled feed roll geometry helps
feed thicker films

•Safety switches on all accessible
components

•Exclusive feed roll undercut knurl
design reduces wear

•DC drive with heavy-duty hollow
shaft gearbox

Feed Roll Assembly

AEC's film grinders are designed to
handle a wide range of materials
and can be equipped with our
exclusive feed roll assemblies for
automatic feeding of scrap roll stock.

AEC's exclusive HBD Series high
bulk density film grinders feature
high-performance dual-stage design.
Scrap film first passes through a
primary upper cutting chamber, then
through a secondary lower chamber
with a smaller screen.

•Heavy-duty single or dual cutting
chamber

•High-shear, slant angle scissor
cut design provides trouble-free
operation

•Machined plate cutting chambers
•Outboard-mounted bearings with
shaft scraper blades eliminate
failure caused by material
contamination

•Clear window on the cutting
chamber allows for constant
process monitoring

Film Grinders

AEC's agitated fluff storage tanks are
designed with heavy-duty agitators,
to handle your hardest-to-feed
materials. FT Series agitated fluff
storage tanks receive fluff from a film
grinder. A typical application
includes optional film grinder, to
supply the ground fluff, and an
optional TFH or TE fluff feeding
pedestal for the extruder.

•Rectangular heavy-duty round
bottom design

•Variable-speed horizontal trough
metering auger

•Heavy-duty slow-speed fluff
agitator assembly

•Mechanical high level switch with
warning light

•Side cleanout access door with
safety switch for access

Fluff Tanks
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Blending System Installations

DD feeder dosing module stand for quick color
changes „on the fly‰

BD Series batch blenders supplying
blended material to large blow
molding machines.

BD batch blender with removable additive
hoppers for fast color changes on an injection
molding machine.

Several PB gravimetric L-I-W feeding
stations with integral re-fill system
supplying a film co-extrusion line.
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