










5Temperature Control Units

TrueTemp TCO Series
Hot Oil Temperature
Control Unit

The TrueTemp TCO Series Hot Oil
Temperature Control Unit provides
highly accurate control for
production applications requiring
a continuous supply of high
temperature controlled fluids.

•Single or dual zone (2TCO)
models available

•6 kW heater [maximum
operating temp of 204°C

•Omron® E5CK microprocessor
controller with fuzzy logic

•System status graphic display
•Dual stage immersion heater(s)

with IEC contactors
•288°C maximum operating

temperature
•Branch circuit protection

TrueTemp TCO�U Series
Hot Oil Temperature
Control Unit

Vulcan Series Hot
Oil Temperature
Control Unit

Compact in size, but big in
performance, Vulcan Series oil
temperature control units provide
accurate process temperature
control wherever you want it—not
wherever it fits. This versatile
unit’s controls and connections
are optimally located for ease of
use and hookup.

•Off�the�shelf auto�tune
microprocessor�based PID
temperature controller with process
and set value LED readout

•8�liter reservoir
•Check valve on water supply
• IEC contactors
•Compact cabinet with

removable panels
•Branch fusing
•0.14 sq. meter heat exchanger

The TCO�U Series is designed for
easy maintenance and immediate
hook�up to process. A rugged
cabinet with removable panels
provides easy access to all
components.

•288ºC maximum operating
temperature

•Branch fusing
•Non�fused lockable rotary

disconnect
• Independent safety thermostat

with safety connector
•Y�strainer on From Process line
•Pressure�activated bypass valve
•To Process pressure gauge
•Dual stage immersion heater

with IEC contactors
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TCO�U Series Temperature Control Unit

TCO Series Temperature Control Unit

Model Pump, kW Flow, lpm Pressure, kPa, bars Dimensions, mm Ship weight, kg

TDOS 0.56 22.7 344.8, 3.45

Height: 705

120Width: 330

Depth: 787

Vulcan Series Temperature Control Unit

Temperature Control Units

Model
TCOU-xx 2TCOU-xx

1 1.5 2 3 1 1.5 2 3

Reservoir Capacity, liters 64 liters each zone

TEFC
Pump

kW 0.75 1.1 1.5 2.2 0.75 1.1 1.5 2.2

Flow, lpm 68 91 227 68 91 227

Pressure, bar 2.0 3.4 2.0/5.4 5.4 2.0 3.4 2.0/5.4 5.4

Connection Size, mm 25.4 38 25.4 38

Dimensions

Height, mm 1,575

Width, mm 610 1,220

Depth, mm 864 ≤ 24 kW
1,118 > 24 kW

Ship weight, kg
≤ 24 kW 318 386 635 771

> 24 kW 431 476 862 953

Model Pump, kW Flow, lpm Height, cm Width, cm Depth, cm Ship. weight, kg

TCO 1 0.746 68.1 117 46 107 273

TCO 1.5 1.119 68.1 117 46 107 273

TCO 2 1.492 90.8 117 46 107 273

2TCO 1 (2 zone) 0.746 68.1 117 93 107 546

2 TCO 1.5 (2 zone) 1.119 68.1 117 93 107 273

2 TCO 2 (2 zone) 1.492 90.8 117 93 107 273

The advanced controller is
optional. Includes a 4 line x
20 character LCD display and
fuzzy logic for higher accuracy
and better repeatability.

The 1/16 DIN controller is
standard and offers a user�friendly
control panel that features a highly
accurate non�proprietary controller
with operating status and alarm
indicating lights.
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Process Cooling Installations

Multiple banks of temperature
control units provide precision
heating and cooling to printing,
extrusion, and large tools for
injection or compression molding.

The AEC GP Series “Green” R410a Chiller provides 36%
smaller footprint as well as advanced control capability.

A dual zone temperature control unit provides separate
temperatures for core and cavity on an injection molding machine.

The magnetic connection on
the GP Series controller interface
allows it to be mounted anywhere on
the unit. This allows the chiller
to be placed anywhere on the
process line since there is no
front or back to the unit.
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